
Hardware Installation

1. Please disconnect the power adapter and all cables during thunderstorm weather;
2. Keep away from heat source and keep well ventilated;
3. Please pay attention to the waterproofing and moisture-proof when storing, transporting 
   and running;
4. The power supply must reach the rated current and power;
5. Put the router in flat places.

Set Up PC

For Windows 2000 or Windows XP Operating System, please comply with following steps to set up.

Right-click “My Network 
Places”, click “Properties”

Right-click “Local Area 
Connection”, click “Properties”

Double-click “Internet Protocol 
(TCP/IP)”

Choose “Obtain an IP address 
automatically” and “Obtain DNS 
server address automatically”, 
click “OK”; go back to previous 
interface and click “OK”

For Windows Vista or Windows 7 Operating System, please comply with following steps to set up.

Click “Start— Control Panel— Network 
and Internet— Network Connection”, 
right-click “Local Area Connection”, 
and choose “Properties”.

Double-click “Internet Protocol 
Version 4 (TCP/IPv4)”

Choose “Obtain an IP address automatically” 
and “Obtain DNS server address automatically”, 
click “OK”; go back to previous interface and
 click “OK”
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Set Up Router
Please set up the router following below steps.

Before you use this function, please make sure:

Run the Web browser.

All the computers connected to this router have installed Printer
Driver. If not, please install it first. (Please Refer to How to Install 
Printer Driver)

Type 192.168.1.1 in the Web browser address bar, then press Enter.

For more information, please go to www.totolink.net

Input User Name and Password, then click “Log In”. 
(The default User Name and Password are “admin”.)

Click Easy Wizard.

USB Printer Server Sharing

NOTE:

TOTOLINK N300RU

If you access Internet by ADSL, please comply with step 1, 2, 3 and 4 in below diagram in correct order; if you access Internet by residential broadband, please comply with 
step 2, 3 and 4 to connect the WAN port of your router with the residential broadband directly. For Printer sharing, please connect the printer to USB port of this device. 

ADSL Modem 

LED Indicator

WAN

Description

1/2/3/4 LAN

When one of the LAN ports has a successful connection, the 
corresponding indicator keeps solid blue. 

During transmitting or receiving data through the LAN port the indicator 
blinks blue.  

When the WAN port is connected to Internet the indicator lights blue.

During transmitting or receiving data through the WAN port the indicator 
blinks blue.

USB This indicator keeps solid blue while the USB port working.

CPU This indicator lights blue when Router powered on.

POWER This indicator keeps solid blue when the hub is receiving power, 
otherwise it is off.

WLAN This indicator lights blue when the wireless function is working.

DHCP (Auto Config). If you choose this mode, you will get a 
dynamic IP address from your ISP automatically4 -1a

Static IP. If your ISP has provided a fixed IP that allows you 
to access Internet, please choose this option.4 -1b

1 - 2 

1 - 1 

Click Start—Printers 
and Faxes:2 - 1  Click Add a printer on the left:2 - 2 

It shows you below window, click Next.2 - 3 Choose “Local printer attached to this 
computer” and click Next.2 - 4 

Select “Create a new port” and choose 
“Standard TCP/IP Port” for type of port. 
Click Next. 2 - 5 

 Please click Next on below window. 2 - 6 The most important: please type in the gateway 
of your Wireless Router, by default, it is 
192.168.1.1 for TOTOLINK Wireless Router.

2 - 6 Now you have to select the right Printer Manufacturer 
and model number and install it.

After installation, you can share the USB Printer 
connected to your router.  If you don’t want to share 
your Pinter any more, just choose Disable.
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PPPoE (ADSL). If you use ADSL virtual dial-up to connect 
Internet, please choose this option4 -1c

Wireless Settings. 
Please define the Network Name (SSID) and set encryption 
key for it. WPA/WPA2-PSK is recommended.

Click Apply to make all settings work.

4 -2

Press and hold the WPS/RST button for about 5 seconds, it is WPS 
working which will last for 2 minutes. For about 10 seconds, the router 
will restore to factory default settings.

NOTE:
After you set the Key, please remember your Network Name (SSID) and the  
Key to connect with your wireless LAN. 

Your Printer must be an USB Printer that can be connected to the 
router. If all that are ready, please choose Enable to share the printer 
service connected to the USB port of router.

4  -1

4  -2

NOTE:
Make sure the Printer has been plugged into the 
USB port of router, else it will show you that there
isn’t any printer founded. 
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Information in this docutment is subject to change without prior notice.


